MATERIAL SAFETY DATA SHEET

Allied Custom Gypsum Plasterworks, LLC Phone Number: (405) 756-9565

P.O.Box 69 Preparation Date:  4/28/04
Lindsay, OK 73052-0069

Product Identification

PRODUCT(S): /\ccuCrefe” Brand Floor Underlayment
COMMON NAME: Mixture of Plaster of Paris and Portland Cement
CHEMICAL NAME: Mixture of Calcium Sulfate Hemihydrate and Portland Cement

Ingredients
ACHIH OSHA
MATERIAL WT%  TLV (mg/m®* PEL (mg/m’)* CAS NUMBER
Plaster of Paris >80 10 15(T)/5(R) 26499-65-0
Portland Cement <20 10 15(T)/5(R) 95997-15-1
Crystalline Silica <05 0.1 (R) 0.1 (R) 14808-60-7

*(T)-Total (R) - Respirable
Note: All ingredients of this product are included in (i) the U.S. Environmental Protection Agency's Toxic Substances Control Act
Chemical Substance Inventory and (ii) in the Canadian Domestic Substances List or the Canadian Non-Domestic Substances List.

Physical/Chemical Characteristics

Appearance Grey Powder

Melting Point 1,450°C - decomposes
Odor Low

Solubility (in water) 0.15%

Specific Gravity 2.6-3.0

pH: 12

Hardening Time 45-120 minutes

Fire and Explosion Hazard Data

Flash Point Non-combustible

Flammable Limits N/A

Fire Extinguishing Media Use extinguishing media appropriate for surrounding fire.
Special Fire-Fighting Procedures None

Toxic Gases Produced Decomposes to Sulfur dioxide @1450°C
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